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There is something exciting about exceeding people's expectations.
In anticipating customer's needs and surprising them with products that
satisfy them. We experience this thrill often at Indo Tex.

We are proud of ensuring excellence for customer satisfaction with
our qualified techno-commercial professionals, who look forward to meet
new challenges and converting them in to opportunities to make our
standards world class.

placed in us. Pigments contribute to a major share of cg
requirements, which primarily used for their color values and to'¢
major technical properties. Pigment preparations are used in varieties of
paints, printing inks, pni;iner&.mhﬁer articles, 503.1;5 - detergents, textile

printing, leather applications, etc.




INDO TEX is a chemical industrial company in Ahmedabad (Guj.)
India specialized in producing and exporting Pigment Dispersions,
mainly Organic Pigment's preparations. We have a full color
spectrum dedicated to the printing inks, paints, soaps-detergents,
rubber-articles & textile printing. We have been exporting our
products and have obtained fairly good reputation in the consistent

quality as we persist in quality to be an integral part of our strategy.

UR PRODUCT RANGES FOCUS ON.

+PIGMENT DISPERSIONS

* TEXTILE PRINTING / DYEING

* SOAPS-DETERGENTS

WATER BASED INKS

DECORATIVE PAINTS

RUBBER-ARTICLES

* SPECIALIZED APPLICATIONS

We expect to consistently provide
our superior quality products and

best services to all the customers

home and abroad.



+ADVANTAGES OF OUR PRODUCTS:

* HIGHER COLOR STRENGTH

* GOOD FLOW PROPERTY

* GOOD FASTNESS PROPERTIES

* GOOD HIDING POWER

« STABILITY WITH WIDE RANGE OF PH
* NO FURTHER MILLING REQUIRED

* BRIGHT & ATTRACTIVE HUE

We designed our products as per the specified applications
No toxicity or any side effects are known or generated by users so far. C.O.A. with tl:l

analysis of technical parameters & computerized colour assurance.
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Dry Cleaning | Dry Clean | 180°c/30s | 210" c/30s 170°¢/
Produet PRODUCT SHADE sr;:mm ght | Wealher | (150105 [ing.M&S | (50105~ = (SO105- | 2min
39, DO10)Change | Change | POf)Change = PO)Chang | Chage
Cods No. B02  |BO4-300h| " fcinde | of Shade | of Shade | of Shade | of Shade
ST 1M | 78R | 7-8 1 1 4-5R 45
YELLOW
T-5G 1/4 T (3] 1 1 3-4R 4-5
30102 1/6 6 1 1 5 3-4R 5
ST 11 7 4-5 4.5 4 4 4 4
YELLOW
o 1/3 3 3 34 4 4
30101 1/4 1 1 1 2-3 2-3
IRISTEX 11 6-7 4 4 4 45 4.5 45
YELLOW
e 1/4 3-4 23 23 4 4
30103 1125 1-2 1 1 1-2 4
IRISTEX ,ﬁl‘ha? 1M B6-7 4 4 4
YELLOW
o [!(“L o 16 | 34 23 4
gy _ 12 | 23 1 1 3
IRISTEX 111 7 45 45 4 5 5 5
YELLOW
e 1/2 5.6 3 5 5 5
bk 1-9 4 1 3 4-5 4-5 45
m'g)é 11 B-7 4-5 3-4 5 5
m_ 1/3 4.5 4 4.5 5
30201 1/6 4 3 3 5R 5
IRISTEX 111 6-7 4-5 34 5 5
ORANGE
-6 112 4 3 45 5
i 116 34 3 3 5R 5
IRISTEX 11 6-7B 4-5 2-3B 3B 5 5 5
ORANGE
‘TRR 114 5B 3 2B 2B 5
AR 112 | 45 2 1-28 28 4-5
IRISTEX 111 7-8 7 5 4-5
RED
IT-GG 1/9 7 6-7 4-5
veat 112 6-7 6 4 4-5
IRISTEX A 5-6 4 34 34 4 5
RED
IT-GR 1/2 5 3-4 3 3 2
AU 1/6 4.5 1-2 1-2 1 4
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Dry Cleaning | Dry Clean | 180°c/30s | 210° c/30s 170°c/
Broduet PRODUCT SHADE Standard | Light | Weather | “gq405." | ing. M&S | (S0105- | (50105 | 2min
Code No. 3% 1:4 Depth B02 | Boa-300n | D010)Change | Change | PO1)Change —PO1)Chang Chage
of Shade | of Shade | ofShade | of Shade | of Shade
g 11 5 2 1-2 4 4 4
RED 13 4 1 1 4 4 4
IT-R
30304 1/9 3-4 1-2 1 1 3 3-1 4-1
IRISTEX 1M1 6-7 3-4 3-4 4-5
SCARLET 1 4 4
FGe 13 6 3-4 3 4
30308 1/6 5-6 2-3 3-4 4 4-5 4y
IRISTEX 1M T 5 5 5 5 5
ROSE PINK 1 7
el 13 6 5
30402 1/6 6-7 5 4 5
IRISTEX " 6 3-4 34 5
RUBINE )
iy 1/9 5 3 3 4 4-5
30305 1/25 3-4 2-3 3-4 34 4
TEEN 1/2 8 5 5 5
RED e
rea 1/3 7-8 5 5 5
30309 1/12 7-8 5 4-5 5
IHIS':'EX 171 8 6 4-5 5 5 5
PINK 3
e 14 4 45 5
30310 1112 3-4 4 5 5
RED
haspard 1/4 6B 3B 5 5
30311 112 5 2 5 5
IRISTEX 171 4-5 5 5
RED
IT-FK 1/4 6 3 4 4 4-5
30312 112 4 2 34 4 4-5
RED VIOLET
e 1/6 6 3-4 3 2-3 3
30314 1/9 5-6 3 23 23 2 2-3
IRISTEX 11 7 5 5 5
VIOLET
i 1/3 6-7 5 5
30403 116 6-7 5 4 5 5
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Dry Cleaning | Dry Clean | 180°ci30s | 210° ci30s
e PRODUCT SHADE Stgn;li‘rd | b, | (180105 [ing.M&S| (S0105. | (1SO105-
3% 1:4 e DO10)Change | Change |PO01)Change P01)Chang
Godatio. B02 | BO4300h | ™ isiade | ofShade | of Shade | of Shade
T 11 8 7-8 4 4-5 5 5
BLUE 1/3 7 T 4 4-5 5 ]
IT-BR
30501 1/9 6-7 6-7Y 3 4 5 5
i 11 8 7-8 5 5 5 5
BLUE 1/6 7-8 7-8 5 5 5 5
IT-FG
30502 112 7 7 4-5 4-5 5 5
IRISTEX 17 8 Y 4 5 5 5
NBLUE 116 8 7 4 4 5 5
30503 112 7Y 6-7 3 3-4 5 aY
i 11 8 7Y 4 5 5 5
T BLUE 106 8 7 4 4 5 5
IT-BN
30504 1112 7Y 6-7 3 3-4 5 5Y
T PN 11 7 7 5 4-5 4.5 4-5
GREEN '_ - 1/3 6-7 67 4-5 4 4
IT-GG | |
30602 N5 4 1/9 6 6 4-5 4 4 3-4
IRISTEX m 8 7-8 5 8 5 5
GREEN 1/2 8 7 5 4-5Y 5 5
IT-G
30601 112 7-8 7 5 4-5Y 5 5
IRISTEX 111 7 6 4 4 4 3.4
OLIVE
GREEN 1/6 6-7 5-6 4 3-4 4 3
IT-BG
30603
RARTER 11 6 4-5 4 4 4 3
BROWN ™ :
IT.GR 1/3 5-6 4 3 3 3 2-3
30801 1/9 5 3-4 3 2-3 23 1-2
— 11 8 8 5 5 5 5
BLACK
e 112 8 8 5 5 5 5
30701 1112 8 7 5 5 5 5
IRISTEX 11 7 7 5 4-5 4-5 4-5
BLACK
s 1/6 7 7 4 4 4 4
30702 112 6-7 4 4 4 4 4




IRISTEX PIGMENT DISPERSIONS

In the process of textile printing pigment dispersions
are mixed in the textile binder. During textile printing
the binder is mixed with the aliphatic hydrocarbon
solvent such as kerosene to get the body which is needed
for getting the sharper edges during the printing process.
Rotary screen or flat bed screen printing techniques

generally used for textile printing.

Printing Binder

Water 81 parts
Synthetic Thickner 03 parts
Liquor Ammonia 02 parts
Iristex Pigment Dispersions 04 parts
Urea -
Mineral Turpentine/Kerosene -

Di Ammonium Phosphate =

After the printing
the printed fabric is dried
in air heated roller at 80°-90°C
for sufficient time & complete
fixation is obtained in

dry heat at 145°-150°C

for 4-5 minutes.



is intended to provide general note on ouF

products and their uses. It should therefore
recommended thatcustomer should check

the suitability for their application.




Pig. Yellow 1 (11680)2512-29-0 30101 40101 50101 60101
Pig. Yellow 3 (11710)6486-23-3 30102 40102 50102 60102
Pig. Yellow 12 (21090)6358-85-6 30103 40103

Pig. Yellow 13 (21100)5102-83- 30104 40104

Pig. Yellow 14 (21095) 5468-75-7 30105 40105

Pig. Yellow 17 (21105)4561-49-1 40106

Pig. Yellow 74 (11741)5102-83-0 50107

Pig. Yellow 83 (21108)5567-15-7 30107 40108 50108

Pig. Yellow 97 (11767) 12225-18-2 50109

Pig. Orange 5 (12075)3468-63-1 30201 40201 50201

Pig. Orange 13 (21110)3520-72-7 30202 40202 60202
Pig. Orange 34 (21115) 15793-73-4 30203 40203

Pig. Red 2 (12310)6014-94-7 30301 40301 50301

Pig. Red 5 (12490)6410-41-9 30302 T
Pig. Red 8 (12335)6410-30-6 30303 40303 50303

Pig. Red 12 (12385)6410-32-8 30304

Pig. Red 32 (12320)6610-29-3 30305 40305

Pig. Red 53:1 (15585:1)5160-02-1 40306 50305

Pig. Red 571 (15850:1)5281-04-9

Pig. Red 112 (12370)6535-46-2 30308 40308 50308 60308
Pig. Red 122 (73915)980-26-7 30309 40309 50309

Pig. Red 146 (12485)5280-68-2 30310 40310

Pig. Red 170 (12475)2786-76-7 30311 40311

Pig. Red 210 (12474)36968-27-1 30312 40312

Pig. Violet 3 (42535.2) 1325-82-2 30401 40401

Pig. Violet 19 (73900) 1047-16-1 30402 s0402 |

Pig. Violet 23 (51319)6358-30-1 30403 50403

Pig. Blue 15 (74160) 147-14-8 30501 50501 60501
Pig. Blue 15:3 (74160) 147-14-8 30502 40502 50502 60502
Pig. Green 7 (74260) 1326.536 601 | 40601 5060 60601
Pig. Green 8 (10006)2869-83-2 50602

Pig. Black 7 (77226) 1333-86-4 30701 40701 50701

Pig. Red 31 (12360) 6448-96-0 30314 40314
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The Shades.éxhibited
in this shade card are approximate
and customers are requested
to consider them only as guidelines.
These shades should not be used
as samples for testing

fastness properties.
storage

IRISTEX is subject to freezing.
For this products, care should be
taken to ensure that these products
are protected from freezing and
stored at temperature

above 32° F (0° C).
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GROUP OF COMPANIES

OVERSEAS ENTERPRISE
{MFG. & Exporters of Reactive dyes)

INDD OVERSEAS )
{MFG. & Exporters of Reaclive dyes)

- INDO TEX CHEM
L] (MFG. & Exporters of Dyes & Pigments)
" R. K. TEXLAB
@ (Al type of textiie tesiing)

&2 INDO TEX

18, Satelite Estate, Nr. Zaveri Estate, Opp. Prerna Society, Singarva Kathwada Road,
Kathwada, Ahmedabad - 382430 (INDIA) M. : 99090 84466, 90330 84466
Web Site : www.indotex.in « E-mail : sales@indotex.in, indotex08@gmail.com




